Response Under 37 CFR §1,116* — Expedited Procedure - Examining Group 3751 

Docket No,: 1442,026 
Serial Number 10/055,513 


This listing of claims will replace all prior versions and listings, of claims in the 
application: 


Listing of Claims: 


(Currently Amended) A fluid flow system for a hydro therapy- t\p, said system 
comprising: 

a body configured to be attached to a hydrotherapy tub having^an opening through a wall 
of said tub such that said body covers the opening , said booy comprising: 

a first chamber therein, configured to receive yater through the a n-opening-in-the 

wall ; 

a second chamber configured to receive sdr through the opening in the wall; 
a plurality of outlets in fluid commuqifcation with said first chamber and said 
second chamber; and 

wherein said plurality of outlets is configured to transmit water from said first chamber 
and air from said second chamber to an intonor of the hydrotherapy- tub. 


2. (Original) The system ofclaim 1 wherein said body is adapted to be mounted to 
cause said first chamber to be located between said second chamber and the interior of the 
hydro therapy- tub. 

3. (Original) The system of claim 1 wherein said body is adapted to be mounted on an 
inner surface of the hydrotherapy tub. 


4. (Original) The system of claim 1 wherein said first chamber comprises one inlet 
adapted for fmid communication with the water source and said second chamber comprises one 
inlet adapted for fluid communication with the air source. 
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^ 5. (Original) The system of claim 1 whereof the air source comprises ambient air 
outside said second chamber. 


6. (Original) The system of claim 5 wherein at least one outlet of said plurality of 
outlets is adapted to draw said ambient air from the air source. 

7. (Previously Amended) The iystem of claim 1 wherein at least one outlet of said 
plurality of outlets is adapted to provide A water-air froth to the interior of the hydrotherapy tub. 

8. (Previously Amended) /The system of claim 7 wherein said at least one outlet is 
adapted to provide said water-air froth through a venturi effect caused by fluid communication of 
said at least one outlet with wateyfrom said water source, when in fluid communication with 
said first chamber, and air from /aid air source, when in fluid communication with said second 
chamber. 

9. (Previously Amejided) The system of claim 7 wherein said at least one outlet is 
adapted to draw air from said second chamber, when in fluid communication with said air 
source, via a venturi effect. 

10. (Original)khQ system of claim 1 wherein said second chamber comprises a plurality 
of air outlets configured to transmit air to at least one of said first chamber and said plurality of 
outlets. 

11. (Original) The system of claim 1 wherein said first chamber comprises a plurality of 
conical structures for changing a velocity of the water, when said first chamber is in fluid 
communication with said water source. 
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<^ 12. (Original) The system of claim 1 1 wherein said second chamber further comprises a 
plurality of air outlets configured to transmit air to said plurality of conical structures, when said 
second chamber is in fluid communication with said air source. 

13. (Original) The system of claim 12 wherein said plurality of air outlets extend from 
said second chamber into said plurality of conical structures. 

14. (Original) The system of claim 1 1 wherein said plurality of air outlets is adapted to 
allow air to be drawn into said plurality of conical structures to cause a plurality of jets of water- 
air froth to be discharged to an interior of the Hydrotherapy tub. 

15. (Original) The system of claim 14 wherein said plurality of conical structures is 
adapted to cause said plurality of jets to be discharged via a venturi effect. 

16. (Original) The system </f claim 1 wherein said plurality of outlets comprises a 
plurality of air outlets located inside a plurality of water outlets, wherein said plurality of air 
outlets is in fluid communication/vith said second chamber and said plurality of water outlets is 
in fluid communication with sara first chamber. 

17. (Original) The/system of claim 16 wherein said plurality of outlets is adapted to 
draw air through said plurality of air outlets into said plurality of water outlets via a venturi effect 
to cause a discharge of aplurality of jets of water - air froth to an interior of the hydrotherapy tub. 

18. (Previously Amended) The system of claim 1 wherein said first chamber 
comprises a first longitudinal portion, said second chamber comprises a second longitudinal 
portion, the hydrotherapy tub comprises an inner surface and wherein said body is configured to 
be mounted to cause said first longitudinal portion of said first chamber and said second 
longitudinal portion of said second chamber to be located about parallel to the inner surface of 
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the hydrotherapy tub wherein said second chamber is configured to be located between said first 
chamber and the inner surface. / 

yl wherein said body further comprises at least 
least one of water and air to the interior of the 

20. (Withdrawn) The system of claim 16 wherein said at least one outlet cover is 
moveably attached to said body for at least one of covering and uncovering at least a portion of 
said at least one outlet. / 

21. (Original) The system of claim 1 wherein said first chamber comprises a water 
chamber and said second chamber comprises an air chamber. 

22. (Original) The system of claim 1 wherein said body is adapted to conform to an 
inner surface of the hydrotherapy tub. 

23. (Original) The system of claim 1 wherein said body is adapted to be mounted to an 
inner surface of the hydrotherapy tub to cause said a plurality of axes of said plurality of outlets 
to be substantially perpendicular to said inner surface. 

24. (Currently Amended) A hydrotherapy tub, said tub comprising: 
an inner surface having an opening therethrough; 

a body mounted to a hydrotherapy tub such that said body covers said opening , said body 
having a first chamber in fluid communication with a water source through the opening and a 
second chamber in fluid communication with an air source through the opening; 

a plurality of outlets adapted to receive water from said first chamber and to receive air 
from said second chamber; 


19. (Withdrawn) The system of clair 
one outlet cover for preventing transmission of i 
hydrotherapy tub from at least one outlet. 
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wherein said plurality of outlets is configured to transmit the water and the air to an 
interior of the hydrotherapy-tub. / 

25. (Original) The system of claim 24 wherein said / body comprises a water inlet 
adapted for fluid communication with the water source ana said body comprises an air inlet 
adapted for fluid communication with the air source. / 

26. (Currently Amended) The system oi claim 24 wherein said at least one outlet 
comprises a plurality of outlets adapted to provide a plurality of jets of water-air froth about 

perpendicular to a-an inner surface of the hydrotherapy tub. 

/ $ 

27. (Original) The system of claim 24 wherein said at least one outlet is adapted to draw 
said ambient air via a venturi effect. / 

28. (Currently Amended/ A fluid flow system for a hydrotherapy-tub, said system 
comprising: / 

a body configured to be mounted to a hydrotherapy tub having an opening through 
a wall of the tub suon that that said body covers the opening , said body comprising 
a water inlet; 

an air inlet, said water inlet and said air inlet being configured to receive 
water and air, Respectively, through an-the opening in the wall; and 

/ means for providing a plurality of jets of water-air froth to an interior of 
theynydrotherapy-tub . 

29. (Original) The system of claim 28 wherein said air inlet is adapted for fluid 
communication with an ambient air source. 
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30. (Original) The system of claim 28 wherein said means for providing comprises a 
means for providing said plurality of jets of water- air froth about perpendicular to an inner 
surface of the hydrotherapy tub. / 

3 1 . (Original) The system of claim 28/further comprising a water chamber and an air 
chamber, wherein said water chamber is adapted for fluid communication with said means for 
providing and a water source, through said Water inlet, and the air chamber is adapted for fluid 
communication with said means for providing an ambient air source, through said air inlet. 

32. (Original) The system of claim 28 wherein said body further comprises a water 
chamber and an air chamber, wherein said body is adapted for mounting to an inner surface of 
the hydrotherapy tub to cause said air chamber to be located between said water chamber and the 
inner surface. / 

33. (Withdrawn) The/system of claim 28 further comprising means for altering a 
number of jets of water-air froth Provided by said means for providing a plurality of jets. 

34. (Currently Amended) A method for controlling fluid flow to a hydrotherapy tub, 
comprising: / 

mounting a body to the-ahydrotherapy tub having through an opening through m 
a wall of the tub such that the body covers the opening , said-the body comprising: 
aiyair inlet; 

a/water inlet, smd -the water inlet and the s aid-air inlet being configured to 
receive water and air, respectively, through the opening; and 

/ means for providing a plurality of jets of water-air froth to an interior of 
the hydrotherapy tub from the body. 

35. (Original) The method of claim 34 further comprising providing fluid 
communication/between said air inlet and an ambient air source. 
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36. (Original) The method of claim 34 further comprising/hounting said body to an 
inner surface of the hydrotherapy tub. 


37. (Withdrawn) The method of claim 34 wherein the means comprises at least one 
outlet, the body further comprises at least one outlet cover and the method further comprises 
moveably attaching the at least one outlet cover to th^ody wherein the at least one outlet cover 
is adapted to cover the at least one outlet. 

38. (Withdrawn) The method of claim 37 further comprising moving the at least one 
outlet cover to at least one of cover and uncover at least a portion of the at least one outlet. 

39. (Withdrawn) The methofr of claim 37 wherein the providing the body comprises 
providing a water chamber adapted fo/ fluid communication with the means for providing and a 
water source, through the water inlet, and providing an air chamber adapted for fluid 
communication with an air source( through the air inlet, and the means for providing. 


40. (Currently Amended) A method for controlling fluid flow to a hydrotherapy tub, 
comprising: 

mounting i body to the-ahydrotherapy tub through having an opening through a 
wall of i ft-the tug such that the body covers the opening and to r e c e iving receives water 
and ambient air through the opening; and 

providing a plurality of jets of water-air froth to an interior of the hydrotherapy 
tub from the body. 


41 . ^Original) The method of claim 40 wherein the providing comprises providing a 
plurality 91 jets of water-air froth about perpendicular to an inner surface of the hydrotherapy tub. 
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